
4G LTE 
Using the 11N standard 4G LTE technology, download speeds of up to 
72.2Mbps can be achieved. This advanced technology minimizes co-channel 
interference and extends the wireless transmission range, resulting in a more 
stable and reliable connection.

High Gain Antenna
With the addition of dual external antennas, this device is providing a stronger 
and more stable connection. It offers wider signal coverage, ensuring a reliable 
network connection throughout a larger area.

Easy Setup
Effortless setup: Simply insert a standard SIM card into the router, and it will 
seamlessly convert 4G LTE into a Wi-Fi hotspot. This device enables direct access 
to the internet without any additional steps or configurations required.
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11N Wireless 4G LTE Router
BL-CPE300H

4G LTE

Moblie Phone Laptop Desktop SIM

Protocol standard IEEE 802.11b/g/n

Transmission rate 2.4G: 72.2Mbps
4G: CAT4 150Mbps/50Mbps

Frequency range 2.4G

Working channel 1~13CH

Transmit power 20dBm

4G Band
FDD: B1/B3/B5/B8
TDD: B34/B38/B39/B40/B41
WCDMA: B1/B8

Interface 1x10/100Mbps for LAN

Indicators Wi-Fi/4G

Antennas 2xExternal Antenna

Input power 5V/2A type-C or 12V/1A DC

Security feature OPEN & WPA-PSK& WPA2-PSK & WPA-PSK/WPA2-PSK

Firewall Mac/IP address filter, Port forwarding, WiFi Black/Whilte list

Operating environment

Operating temperature: 0℃~40℃ (32°F~104°F)
Storage temperature: -40℃~70℃ (-40°F~158°F)
Operating humidity: 10%-90% RH Without condensation
Storage humidity: 5%-90% RH No condensation


