LB-LINK CPE450H Router TFTP Tools upgrade tutoria

Note: Upgrade using a cable connection, do not use a wireless connection!
Please use the WIN7 system first. If it is WIN10 or WIN11, please turn off the system firewall function first

1. Cable connection: Disconnect all the cables from the router, and connect only the upgrading computer to router’s LAN port
(TFTP Tools only supports cable connection upgrade, please do not use a wireless connection.)

2. Configure the local network card IP address as: 192.168.16.123 (TFTP Tools only support this IP address, other IP addresses are
not recognized) :
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3. Extract the downloaded compressed file.Put the upgrade file and TFTP Tools in the same folder, and change the file name

to "ulmage" (The file name may be "root_ulmage" or "eCos.img"; first use the default file name "ulmage" if this does not work, then check
the TFTP Tools log to learn the specific upgrade file name.)
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Chang the upgrade file name,and detete the original file's extension,
(notice the 2nd letter is capital,the others are lower case)



4: open the TFTP upgrade tool.
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When prompted by the Firewall,be user to "allow access"
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5. Unplug the router for more than 10 seconds.Then holding down the reset reset button, plug it back in,

then let go of the Reset button after 7 seconds. At the same time watch the TFTP upgrade tool for a change:
(Note: Start from here, after 2 minutes, do not disconnect power cord from the router, or router will not work any more. )

q}{\_‘, Tftpd32 by Ph. Jounin - O -

¥ ulmage to 192.168.16.100 X H_2 +| Browse
File size : 3670034 vI Shiow Diir
[ byte transfered

werl  Log wiswer |

B TEOT oo 21.271]
Fead request for file <ulmager. Mode octet [T4/09 03:05:21.271]

DACK,: <timeout=23,> [14/09 09:05:21.271]

IJzing local port 527147 [14403 09:05:21.271]

b4 >

Clear I Copy | Current Action IListening on port 59

About | Settings I Help

Wait for 1 to 2 minutes, change the local network adapter (card) to "Automatically Obtain", see whether it can successfully
get the IP, and gateway, and access the webpage. See whether the firmware version is changed (if not, you need to manually
reset again, then check the firmware version again.)



6. Verify whether the upgrade is successful (Ping the gateway first, then go to 192.168.16.1)
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Note: TFTP Troubleshooting:
Look at the TFTP Tools "Log Viewer" information:
1). If the "Log viewer" window is blank without any information, there are 2 reasons:
A. TFTP Upgrade Error, the router failed to boot from the TFTP uploaded firmware upgrade.
B. The router does not support the TFTP upgrade method (Uboot routers before September 2015 do not support TFTP Tools upgrades.)
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